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Expertise 
in Soils
Scapeworks management 
and staff spend time, 
expertise and money 
researching and developing 
the best quality mixes for 
everyday construction use.

Scapeworks branded products have been:

• Trialled extensively
• Tested by an independent laboratory
• Are predominantly renewable and recyclable
• Installed by the trained and inducted

Scapeworks staff

One of the reasons we are more stringent 
with our mixes than other landscape supply
companies is because our products are often 
installed into hard to access, sensitive or 
highprofile sites where failure is not an option.

Please enjoy reading the following detailed 
information and feel free to call our soil 
experts if you need further explanation on 
the testing or performance of the products.



Experience in High 
Profile, Small and 
Large Scale Sites

These are just a few examples where 
our work can be observed.

• ICC Sydney Green Roof

• East Village Apartments , Zetland

• The Sanctuary, Wentworth Point

• Pavilions Apartments, Olympic Park

• The Langston, Epping

• Ed Square, Edmonson Park

• Natura Apartments, Macquarie Park

• Melrose Park Village, Melrose Park

• Concord Hospital, Concord

• Eminence Apartments, Zetland

• Park Sydney, Erskineville

Ask us for more site references...
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Light Weight Planter 
Box Mix 

 
The A Horizon Mix, also known as the Lightweight Planter Box Mix, forms the 
top layer of mineral soil horizons, situated above the B Horizon Planter Box Mix. 
This mix is ideally suited for integration into the top 300–400 mm of enclosed 
environments like planter boxes and podiums. Compared to the Leake and 
Haege (2024) Specification E1: On-Slab Soil Media A-Horizon, the A Horizon 
Mix meets high standards for environmental compliance and testing. Moreover, 
pH adjusters are incorporated as needed, based on recommendations from our 
soil scientists, to maintain the ideal growing conditions. 
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The Urban Soil Doctor (TUSD) was requested by Scapeworks Australia to conduct in-situ sample collection at Scapeworks Australia’s yard, also 
oversees, analyses and reports on products collected.  
Chantal Milner, CPSS Principal Soil Scientist 
BSc Env Sci, PGCert Green Infrastructure, CPSS 

 
 

Scapeworks Light Weight Planter Box Mix - A Horizon tests Grade A soil for unrestricted use. 
Scapeworks Australia adds soil ameliorants as recommended by an independent soil Scientist to ensure compliance with relevant Australian Standards and 
project specifications. Each soil blend is formulated to achieve the required physical and chemical properties including nutrient levels, pH balance, soil 
structure, and drainage characteristics. This helps support successful plant establishment and long-term performance. 

 

Physical Properties Unit Target Range Results 
Texture n/a Loamy Sand - Sandy Loam Loamy Sand 

Air-Filled Porosity % 10 – 20                       17 

Water-Holding Capacity % 40 - 50 44.9 

Permeability (16 Drops) mm/hr > 100  1210 

Organic Matter % w/w 15 - 20                      17.6 

Water Repellence Seconds ≤ 60     30 

Chemical Properties Unit Target Range Results 
pH in water (1:1:5) pH units 5.4 - 6.8 7.16 

Electrical Conductivity dS/m < 2.2 2.01 

Chloride mg/ L ≤ 200 34.8 

Ammonium-N (NH4) mg/ L ≤100 1.13 

Ammonium-N + Nitrate-N (NH4 + NO3) mg/ L 50 - 100 28.8 

Nitrogen Draw-Down Index - ≥ 0.7 0.27 

Toxicity Index mm ≥ 70 81 

Phosphorus – P standard range mg/ L 8 - 40 22.4 

Low Phosphorus – P-Sensitive plant mg/ L < 3 22.4 

Potassium (K) mg/ L 50 - 250 426 

Sulphate (SO4)  mg/ L > 40 78.3 

Calcium (Ca) mg/ L ≥ 80 132 

Magnesium (Mg) mg/ L ≥ 15 40.9 

Ca:Mg Ratio Ratio 1.5 - 10 3.23 

K:Mg Ratio Ratio 1 - 7 10.4 

Sodium (Na) mg/ L ≤ 130 210 

Iron (Fe) mg/ L ≥ 35 31.2 

Copper (Cu) mg/ L 0.4 - 15 0.42 

Zinc (Zn) mg/ L 0.3 - 10 4.98 

Manganese (Mn) mg/ L 1 - 15 6.55 

Boron (B) mg/ L 0.02 - 0.65 0.36 

    

Additional Testing Units Target Range Results 

Saturated Density kg/L 1.8 - 2.4 1.2 

Dry Bulk Density Kg/L No Requirement  0.56 

Asbestos  
Polarized Light Microscope and dispersion staining method. 

 None Detected None Detected 
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        B Horizon 

 
 
 
The Scapeworks Australia B-Horizon Mix is a specialized substrate designed 
for use as a lower-profile drainage layer beneath the Lightweight Planter Box 
Mix in contained environments. It serves as a stable drainage medium within an 
engineered soil profile, providing essential nutrients to support ongoing root 
development while maintaining consistent substrate volume over time. 
Scapeworks Australia utilizes the B-Horizon Mix in accordance with the Leake 
and Haege (2024) Specification E2: On-Slab Soil Media B - Horizon. To ensure 
compliance and environmental standards, Scapeworks Australia engages 'The 
Urban Soil Doctor' for in-situ sample collection and analysis at their site. 
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Scapeworks B Horizon tests as Grade A soil for unrestricted use. 
Scapeworks Australia adds soil ameliorants as recommended by an independent soil Scientist to ensure compliance with relevant Australian Standards and project 
specifications. Each soil blend is formulated to achieve the required physical and chemical properties including nutrient levels, pH balance, soil structure, and drainage 
characteristics. This helps support successful plant establishment and long-term performance. 

Physical Properties Unit Target Range Results 

Texture n/a Loamy Sand - Sandy Loam Loamy Sand 

Air-Filled Porosity % 10 – 20  20.5 

Water-Holding Capacity % 40 – 50  41.7 

Permeability (@16 Drops) mm/hr > 100      1870 

Organic Matter % w/w 15 – 20                      14.3 

Water Repellence Seconds < 60  12 

Chemical Properties Unit Target Range Results 

pH in water (1:1:5) pH units 5.4 - 6.8 7.08 

Electrical Conductivity dS/m < 2.2 1.8 

Chloride mg/ L ≤ 200 31.7 

Ammonium-N (NH4) mg/ L ≤ 100 13 

Ammonium-N + Nitrate-N (NH4 + NO3) mg/ L 50 - 100 41.3 

Nitrogen Draw-Down Index - ≥ 0.7 0.1 

Toxicity Index mm ≥ 70 92 

Phosphorus – P standard range mg/ L 8 - 40 21.4 

Low Phosphorus - P-Sensitive plant mg/ L < 3 21.4 

Potassium (K) mg/ L 50 - 250 233 

Sulphate (SO4) mg/ L > 40 41 

Calcium (Ca) mg/ L ≥ 80 114 

Magnesium (Mg) mg/ L ≥ 15 28.9 

Ca:Mg Ratio Ratio 1.5 - 10 3.95 

K:Mg Ratio Ratio 1 - 7 8.07 

Sodium (Na) mg/ L ≤ 130 131 

Iron (Fe) mg/ L ≥ 35 25.3 

Copper (Cu) mg/ L 0.4 - 15 0.3 

Zinc (Zn) mg/ L 0.3 - 10 2.8 

Manganese (Mn) mg/L 1-15 5.7 

Boron (B) mg/L 0.02-0.65 0.26 

Additional Testing Units Target Range Results 
Saturated Density kg/L 1.8 - 2.4 1.18 

Dry Bulk Density Kg/L No Requirement  0.57 

Asbestos  
Polarized Light Microscope and dispersion staining method. 

 Not Detected No Detected 

 
The Urban Soil Doctor (TUSD) was requested by Scapeworks Australia to conduct in-situ sample 
collection at Scapeworks Australia’s yard, also oversees, analyses and reports on products collected.  
Chantal Milner, CPSS Principal Soil Scientist 
BSc Env Sci, PGCert Green Infrastructure, CPSS 

 



 
 

 

 

Premium Garden 

Mix 
 

                                                                                                                                   
The Premium Garden Mix is a high-quality growing medium designed to 
accommodate a wide variety of plant species, including exotics. It is ideal 
for supporting young plants and maintains its effectiveness over the long 
term. The mix has a stable structure and rich organic content, promoting a 
healthy microbial ecosystem. Laboratory analysis aligns with Leake and 
Haege's 2024 Specification D3 for display bed soil, indicating it is well-
suited for planting grasses, woody and herbaceous annuals, and perennials 
with high nutrient needs. It is also resistant to compaction from foot traffic.     
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Physical Properties Units Target Range  Results 

Texture, preferred range N/A Sandy loam - clay loam Gravel 

Organic Matter % w/w  3 – 6 13.1 

Organic Matter (Organic Soil Variant)  % w/w 15 – 25 13.1 

Permeability (16 Drops) mm/hr             >50 2102 

Water Repellence Seconds <60 21 

Large Particles  > 20 mm % w/w <10 nil 

Visible contaminants > 2 mm (glass, plastic, 
metal) 

% w/w <0.5 <0.01 

Chemical Property  Units  Target Range Results 

pH in water (1:5) standard range pH Units 5.4-6.8 7.8 

Electrical conductivity (1:5) dS/m < 0.75 1.22 

Phosphorus – acid 
soils method 18F1 

P-tolerant/standard 
plants 

Mg/kg 80-150 244 

P-sensitive plants Mg/kg < 30 244 

Exchangeable sodium (Na) % of CEC < 15 9.4 

Exchangeable potassium (K) % of CEC 5 - 10 13 

Exchangeable calcium (Ca) method 18F1 % of CEC 60 – 80  61 

Exchangeable magnesium (Mg) % of CEC 15 – 25  15 

Exchangeable aluminium (Al) % of CEC < 2  0.3 

Exchangeable Ca:Mg ratio Ratio 3 – 9  4.1 

Available iron (Fe) mg/kg 100 – 400  83 

Available manganese (Mn) mg/kg 25 – 100  12.1 

Available zinc (Zn) mg/kg 5 – 30  9 

Available copper (Cu) mg/kg 1 – 15  1.3 

Available boron (B) mg/kg 0.5 – 5  1.6 

Additional Testing Units Target Range Result 

Saturated Bulk Density  Kg/L No Requirement  1.34 

Dry Bulk Density Kg/L No Requirement  0.71 

Asbestos  Detection  No Detection  No Detection  

 
 
 
The Urban Soil Doctor (TUSD) was requested by Scapeworks Australia to conduct in-situ sample collection 
at Scapeworks Australia’s yard, also oversees, analyses and reports on products collected.  
Chantal Milner, CPSS Principal Soil Scientist 
BSc Env Sci, PGCert Green Infrastructure, CPSS 

 
Scapeworks Premium Garden Mix tests Grade A soil tests for unrestricted use. 
Scapeworks Australia adds soil ameliorants as recommended by an independent soil Scientist to ensure compliance with relevant Australian 
Standards and project specifications. Each soil blend is formulated to achieve the required physical and chemical properties including nutrient 
levels, pH balance, soil structure, and drainage characteristics. This helps support successful plant establishment and long-term performance. 

 

 



Scapeworks Australia  

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

Turf Underlay 
 

 
The Turf Underlay is a superior mix that creates a thriving lawn 
environment. It is specially developed for use in both residential and 
amenity turf areas. The mix contains minerals and inorganic 
components, as well as a percentage of organic products for better 
structure and nutrition. The Turf Underlay has high permeability 
which creates a free draining environment to decrease the chance of 
fungal growth. 
Laboratory analysis has been compared to Leake and Haege (2024) 
Specification C1: Passive Amenity Turf. It is also tested for Bulk 
Density, Saturated Bulk Density & Environmental Compliance as 
special requests outside the general Australian Standard suite. 
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Scapeworks Turf Underlay - The media comprises a loamy sand and will provide moderate resistance to compaction in public and other 
amenity turf areas subject to moderate levels of pedestrian traffic. 
Scapeworks Australia adds soil ameliorants as recommended by an independent soil Scientist to ensure compliance with relevant Australian 
Standards and project specifications. Each soil blend is formulated to achieve the required physical and chemical properties including 
nutrient levels, pH balance, soil structure, and drainage characteristics. This helps support successful plant establishment and long-term 
performance. 

Physical Properties Units Target Range Results 

Particle 
Distribution 

2 mm (Fine Gravel) 

% Retained by Mass 

< 10 11.7 

1.0 mm (Very Coarse Sand) < 10 7.43 

0.5 mm (Coarse Sand) 10 - 30 25.1 

0.25 mm (Medium Sand) 20 - 40 37.5 

0.1 mm (Fine Sand)  10 – 30  12.8 

0.05 mm (Very Fine Sand) 
5 – 15 (max 25% combined 

vfs, Si + Cl) 
<0.1 

0.002 mm (Silt)  < 8 (Si + Clay combined) 8–15 6.29 

< 0.002mm (Clay)  3 – 8  4.09 

Large particles 
(naturally 
occurring) 

2 – 20mm % w/w by mass <10 9.85 

>20 mm 
 

% w/w by mass 0  0 

Organic matter content % w/w 2 to 6 14.2 

Permeability (16 drops McIntyre Jakobsen) mm/hr >30 2108 

Water Repellence* S < 60 15 

Chemical Properties Unit Target Range Results 
pH in water (1:5) pH units 5.4 – 8.0 6.3 

Electrical Conductivity (1:5) dS/m < 0.5 0.4 

Exchangeable Na percentage % of ECEC ≤ 15 4.6 

Exchangeable Ca:Mg ratio Ratio 3-9 2.3 

Available phosphorus 18E1 mg/kg 50 - 150 39 

Available nitrogen (N as nitrate) Mg/kg 20 - 60 0.43 

Additional Testing Units Target Range Results 

Saturated Density kg/L No Requirement  1.31 

Dry Bulk Density Kg/L No Requirement  0.67 

Asbestos ** 
Polarized Light Microscope and dispersion staining method. 

 No Requirement  Not Detected 

 
The Urban Soil Doctor (TUSD) was requested by Scapeworks Australia to conduct in-situ sample 
collection at Scapeworks Australia’s yard, and oversees the analyses and reports on products collected.  
Chantal Milner, CPSS Principal Soil Scientist 
BSc Env Sci, PGCert Green Infrastructure, CPSS 
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80/20 Turf Underlay 
 
 
The 80/20 Turf Underlay is an enhanced blend designed to support 
vibrant lawn growth in both residential and amenity turf settings. This 
specific mix incorporates 50% more coarse sand and 60% less compost 
fines, providing a unique balance of minerals and inorganic components 
alongside organic materials to improve structure and nourishment. Its 
high permeability ensures a well-draining environment, significantly 
reducing the risk of fungal growth. This product contains 20% organics 
and 10% ash which is appropriate for this a turf underlay.  
This formulation has been compared against Leake and Haege (2024) 
Specification C1: Passive Amenity Turf and has undergone rigorous 
testing for Bulk Density, Saturated Bulk Density, and Environmental 
Compliance, exceeding the general Australian Standard requirements. 
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Scapeworks Turf Underlay - The media comprises a loamy sand and will provide moderate resistance to compaction in public and other 
amenity turf areas subject to moderate levels of pedestrian traffic. 
Scapeworks Australia adds soil ameliorants as recommended by an independent soil Scientist to ensure compliance with relevant Australian 
Standards and project specifications. Each soil blend is formulated to achieve the required physical and chemical properties including 
nutrient levels, pH balance, soil structure, and drainage characteristics. This helps support successful plant establishment and long-term 
performance. 

Physical Properties Units Target Range Results 

Particle 
Distribution 

2 mm (Fine Gravel) 

% Retained by Mass 

< 10 9.6 

1.0 mm (Very Coarse Sand) < 10 7.18 

0.5 mm (Coarse Sand) 10 - 30 27.3 

0.25 mm (Medium Sand) 20 - 40 34.5 

0.1 mm (Fine Sand)  10 – 30  13 

0.05 mm (Very Fine Sand) 
5 – 15 (max 25% combined 

vfs, Si + Cl) 
<0.1 

0.002 mm (Silt)  < 8 (Si + Clay combined) 8–15 6.06 

< 0.002mm (Clay)  3 – 8  3.01 

Large particles 
(naturally 
occurring) 

2 – 20mm % w/w by mass <10 7.82 

>20 mm 
 

% w/w by mass 0  0 

Organic matter content % w/w 2 to 6 13.3 

Permeability (16 drops McIntyre Jakobsen) mm/hr >30 1796 

Water Repellence* S < 60 10 

Chemical Properties Unit Target Range Results 
pH in water (1:5) pH units 5.4 – 8.0 7.03 

Electrical Conductivity (1:5) dS/m < 0.5 0.41 

Exchangeable Na percentage % of ECEC ≤ 15 2.9 

Exchangeable Ca:Mg ratio Ratio 3-9 3.3 

Available phosphorus 18E1 mg/kg 50 - 150 63 

Available nitrogen (N as nitrate) Mg/kg 20 - 60 1.2 (NO3+NH4: 56.3 mg/kg) 

Additional Testing Units Target Range Results 

Saturated Density kg/L No Requirement  1.38 

Dry Bulk Density Kg/L No Requirement  0.76 

Asbestos ** 
Polarized Light Microscope and dispersion staining method. 

 No Requirement  Not Detected 

 
The Urban Soil Doctor (TUSD) was requested by Scapeworks Australia to conduct in-situ sample 
collection at Scapeworks Australia’s yard, and oversees the analyses and reports on products collected.  
Chantal Milner, CPSS Principal Soil Scientist 
BSc Env Sci, PGCert Green Infrastructure, CPSS 
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Green Roof Mix 
 

 

 

 

The Green Roof Mix is designed to be a durable and sustainable substrate that 

supports plant growth while retaining its volume over time. It has been compared to 

Leake and Haege (2024) Specification E3: Low Density Container and Green Roof. 

This Green Roof Mix is an open granular well-drained growing media with a 

saturated density of 1100 - 1800 kg/m3 (1.1 - 1.8 kg/L) for use in on-slab 

applications, including green roofs with an expectation of longevity. To maintain 

structure and porosity over extended periods, and to avoid slumping and volume 

loss over time, the formulation employs a low density mineral components such as 

ash. 
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PHYSICAL PROPERTY UNITS TARGET RANGE RESULT 

Texture, preferred range n/a Gravelly loamy sand 

to organic sandy loam 

Loamy Sand 

Air-filled porosity (AFP) % 10 -15  19.8 

Water-holding capacity (WHC) % 45 - 55 46 

Permeability (16 drops by McIntyre Jakobsen) mm/h 100 - 200 845 

Organic matter (OM) % w/w < 25 17.1 

Water Repellance Seconds < 60 13 

CHEMICAL PROPERTY UNITS TARGET RANGE RESULT 

pH in water (1:5) standard range pH units 5.4–6.8 7.86 

Electrical conductivity (1:1.5) dS/m < 2.2 2.32 

Chloride mg/L ≤ 200 33.6 

Ammonium-N (NH4) mg/L ≤ 100 88.9 

Ammonium-N + nitrate-N (NH4 + NO3) mg/L 50 - 100 94.9 

Nitrogen draw-down index – ≥ 0.7 0.1 

Toxicity index mm ≥ 70 49 

Phosphorus – P standard range mg/L 8 - 40 13.1 

Low phosphorus - P-sensitive plants mg/L < 3 13.1 

Potassium (K) mg/L 50–250 294 

Sulphate (SO4) mg/L ≥ 40 142 

Calcium (Ca) mg/L ≥ 80 99 

Magnesium (Mg) mg/L ≥ 15 25.1 

Ca:Mg ratio Ratio 1.5 - 10 3.94 

K:Mg ratio Ratio 1–7 11.7 

Sodium (Na) mg/L < 130 152 

Iron (Fe) mg/L ≥ 35 27.6 

Copper (Cu) mg/L 0.4–15 0.49 

Zinc (Zn) mg/L 0.3–10 3.67 

Manganese (Mn) mg/L 1–15 7.8 

Boron (B) mg/L 0.02–0.65 0.29 

ADDITIONAL TESTING UNITS TARGET RANGE RESULT 

Saturated Bulk Density kg/L 1.1 – 1.8 1.16 

Dry Bulk Density kg/L No requirement 0.54 

Asbestos*  No requirement Not Detected 

 

 

 

The Urban Soil Doctor (TUSD) was requested by Scapeworks Australia to conduct in-situ sample collection at Scapeworks 
Australia’s yard, also oversees, analyses and reports on products collected.  

Chantal Milner, CPSS Principal Soil Scientist 

BSc Env Sci, PGCert Green Infrastructure, CPSS 

 

 
Scapeworks Australia adds soil ameliorants as recommended by an independent soil Scientist to ensure compliance with relevant Australian 
Standards and project specifications. Each soil blend is formulated to achieve the required physical and chemical properties including nutrient 
levels, pH balance, soil structure, and drainage characteristics. This helps support successful plant establishment and long-term performance. 
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Low P Soil Media 
To create a low-phosphorus soil media mix suitable for Australian native plants, particularly those in the Proteaceae family, begin by ensuring the 

phosphorus content is below 5 mg/kg, which is critical to avoid toxicity due to their sensitivity. The soil should have an open, granular structure to 

facilitate excellent drainage and aeration, essential for the roots of these plants. Aim for a saturated density of 1200 kg/m³, providing adequate 

support without compaction. Additionally, we add specific soil amendments that cater to the nutrient needs of Australian natives, ensuring that while 

phosphorus remains low, other essential nutrients like nitrogen and potassium are adequately supplied.  

March 2026

PHYSICAL PROPERTY UNITS TARGET RANGE RESULT 

Texture, preferred range n/a Gravelly loamy sand 

to organic sandy loam 

Loamy Sand 

Air-filled porosity (AFP) % 10 -20 30 

Water-holding capacity (WHC) % 45 - 50 39.4 

Permeability (16 drops by McIntyre Jakobsen) mm/h >100 8739 

Organic matter (OM) % w/w 15 - 25 20 

Water Repellance Seconds < 60 12 

CHEMICAL PROPERTY UNITS TARGET RANGE RESULT 

pH in water (1:5) standard range pH units 5.4–6.8 7.36 

Electrical conductivity (1:1.5) dS/m < 2.2 1.11 

Chloride mg/L ≤ 200 231 

Ammonium-N (NH4) mg/L ≤ 100 1.82 

Ammonium-N + nitrate-N (NH4 + NO3) mg/L 50 - 100 2.04 

Nitrogen draw-down index – ≥ 0.7 0.09 

Toxicity index mm ≥ 70 59 

Phosphorus – P standard range mg/L 8 - 40 13.6 

Low phosphorus - P-sensitive plants mg/L < 3 13.6 

Potassium (K) mg/L 50–250 211 

Sulphate (SO4) mg/L ≥ 40 16.4 

Calcium (Ca) mg/L ≥ 80 91.1 

Magnesium (Mg) mg/L ≥ 15 23.6 

Ca:Mg ratio Ratio 1.5 - 10 3.86 

K:Mg ratio Ratio 1–7 8.95 

Sodium (Na) mg/L < 130 103 

Iron (Fe) mg/L ≥ 35 28.5 

Copper (Cu) mg/L 0.4–15 0.58 

Zinc (Zn) mg/L 0.3–10 3.58 

Manganese (Mn) mg/L 1–15 3.97 

Boron (B) mg/L 0.02–0.65 0.27 

ADDITIONAL TESTING UNITS TARGET RANGE RESULT 

Saturated Bulk Density kg/L 1.8 – 2.4 1.17 

Dry Bulk Density kg/L No requirement 0.5 

Asbestos* No requirement Not Detected 

The Urban Soil Doctor (TUSD) was requested by Scapeworks Australia to conduct in-situ sample collection at Scapeworks Australia’s yard, also 
oversees, analyses and reports on products collected.  
Chantal Milner, CPSS Principal Soil Scientist 
BSc Env Sci, PGCert Green Infrastructure, CPSS 

 Scapeworks Low P soil Mix tests as Grade A soil for unrestricted use. 
Scapeworks Australia adds soil ameliorants as recommended by an independent soil Scientist to ensure compliance with relevant Australian 
Standards and project specifications. Each soil blend is formulated to achieve the required physical and chemical properties including nutrient 
levels, pH balance, soil structure, and drainage characteristics. This helps support successful plant establishment and long-term performance. 



Plants

Mulch 
75mm deep

Suitable Waterproofing 
around entire perimeter

Geofabric

Suitable Drainage Points

Lightweight 
Planter Box Mix
Recommended 
300mm – 400mm 
installation depth

B Horizon Mix

Drainage Cell

Planter Box and Podium 
Garden Profile

Irrigation may be installed. Weight calculations are helpful when on slab. 
Depth of B Horizon varies with planter depth.



Green Roof Mix

Geofabric
Depth* 
200mm - 300mm

Waterproofing Drainage Point. 
Must be lowest 

point of green roof

*Know the weight the roof/slab can hold to calculate the kg/m2.
The depth of media can be calculated using Saturated Bulk
Density value. Optimum depth is 300mm.

Drainage Cell

A Horticultural 
Grade Ash

Irrigation (dependent on design)

Roof Mix Diagram

Green Roof Ingredients... 
The Essentials
Green roof mix has essential ingredients to 
create a premium mix. We include our 
horticultural grade ash products and a small 
amount of composted, aged organic fines to 
ensure a buffer for fungal control and nutrient 
retention. The mix of minerals and organics 
creates a good structure. It will not slump and 
has excellent drainage and water holding 
capacity. 

Scapeworks Green Roof Mix contains 
Horticultural Grade Ash in place of Scoria as 
it has superior characteristics. Ash is lighter 
than Scoria. It is a by-product and therefore 
is not a product of quarrying. Ash provides 
excellent porosity, water holding capacity and 
long-term volume stability.

Scoria can be added to our Green Roof Mix 
upon request. Please note however that it is 
sourced interstate from quarries. This adds to 
the costs both financially and to the 
environment when included as a component. 
Scoria also adds extra weight  to our Green 
Roof Mix without contributing any extra 
benefits.

B 7-10mm 
Scoria

Please contact us for more 
information on specific components.



Product List
Products available from Scapeworks

Soil Mixes

Pebbles & Aggregates

Extra Products available through
the Rockslinger Machine

Mulches

Sand

• Lightweight Planter Box Mix

• B Horizon Mix

• Green Roof Mix

• Turf Underlay Mix

• Premium Garden Mix

• Special Orders

• 10mm Blue Metal

• 20mm Blue Metal

• 20mm Nepean River Pebble

• 20mm Cowra White

• 10mm Recycled Aggregate

• 20mm Recycled Aggregate

• Crushed Concrete

• Recycled Road Base

• Crushed Sandstone

• Deco Granite

• Any Pebbles up to 75 mm

The Scapeworks Rockslinger installs a wider 
range of products including site soil upon arrival.

We can pick up from your preferred supplier, 
install your site product, or provide product from 
our own yard.

• Pine Bark Mulch

• Playbark – certified soft fall

• Premium Forest Mulch

• Enviro Fines

• Hardwood Chip

• Drainage Sand

• Sydney Sand

• Playground Sand – certified softfall

• Filter Sand
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Product List
Products available from Scapeworks

Soil Mixes

Pebbles & Aggregates

Extra Products available through 
the Rockslinger Machine

Mulches

Sand

• Lightweight Planter Box Mix
• B Horizon Mix
• Green Roof Mix
• Turf Underlay Mix
• 80/20 Turf Underlay
• Premium Garden Mix
• Low P Soil Media 
• Special Orders

• 10mm Blue Metal
• 20mm Blue Metal
• 20mm Nepean River Pebble
• 20mm Cowra White
• 10mm Recycled Aggregate
• 20mm Recycled Aggregate

• Crushed Concrete
• Recycled Road Base
• Crushed Sandstone
• Deco Granite
• Any Pebbles up to 75 mm

 

 
 

The Scapeworks Rockslinger installs a wider
range of products including site soil upon arrival.

We can pick up from your preferred supplier, 
install your site product, or provide product from 
our own yard.

• Pine Bark Mulch
• Playbark – certified soft fall
• Premium Forest Mulch
• Enviro Fines
• Hardwood Chip

• Drainage Sand
• Sydney Sand
• Playground Sand – certified softfall
• Filter Sand

Scapeworks Australia



02 9654 2288
 sales@scapeworksaustralia.com.au

scapeworksaustralia.com.au




